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TYPICAL SIGN POSTING ERECTION DIMENSIONS
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NOTES:

1. ALL WELDING T0O BE DONE PRIOR TO ANY GALVANISING.
2. HINGES TO BE WELDED TO FRAME AND GRID.
3. ALL MILD STEEL TO BE HOT DIP GALVANISED TO

S.AB.S. 763.
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5N POSTING ERECTION DIMENSIONS
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4. SIGNS TO BE PLACED AT THE POSITIONS INDICATED ON THE DESIGN DRAWINGS.

5. GROUND MOUNTED SHOULDER SIGNS:

2200mm IS MINIMUM - 2200mm TO 2400mm IS DESIRABLE FOR HEIGHT CLEARANCE.

1800mm IS MINIMUM FROM EDGE OF SHOULDER.
6. GROUND MOUNTED GORE SIGNS:

1200mm IS MINIMUM - 1800mm FROM EDGE OF SHOULDER IS DESIRABLE.
7. 3 DEGREES OFFSET OF SIGNS TO BE ADJUSTED TO SUIT HORIZONTAL CURVES.
8. ALL SIGNS TO BE IN ACCORDANCE WITH THE LATEST ROADS TRAFFIC SIGNS

MANUAL.

9.2 x 25mm @ HOLES ARE TO BE DRILLED PERPENDICULAR

TO THE TRAFFIC FLOW DIRECTION 75mm AND 600mm

ABOVE GROUND LEVEL, IN ALL CREOSOTED WOODEN POLES

TO FACILITATE BREAKAWAY IN THE EVENT OF IMPACT.
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FIXING OF STACK TYPE SIGN

VIEW ON BACK OF SIGN PANEL

N.T.S.
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SIDE VIEW
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PLAN END ELEVATION

THE FIXING OF SIGNS OF 1 METRE AND
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PLAN DETAILA

FIXING OF STOCK TYPE SIGNS ON SINGLE SUPPORT POLES.
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